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NOTES:

1. REFER TO GI-1 NOTES FOR GUIDELINES AND CHECKLIST.

2. CHECK DAMS SHALL BE SPACED TO PROVIDE PONDING PER SITE SPECIFIC DESIGN (SEE DETAIL GI-7).

3. LAY OUT DRAINAGE NOTCHES AS APPLICABLE TO PREVENT PONDING BEHIND BIORETENTION AREA WALL WITH 5' MAXIMUM

SPACING BETWEEN NOTCHES.

4. PROVIDE ONE UNDERDRAIN CLEANOUT PER BIORETENTION AREA (MIN). CLEANOUT REQUIRED AT UPSTREAM END AND PIPE

ANGLE POINTS EXCEEDING 45 DEGREES. LONGITUDINAL SLOPE OF PIPE SHALL BE 0.5% (MIN).

DRAINAGE NOTCH (TYP), SEE

NOTE 3 AND DETAIL GI-3B

BIORETENTION AREA WALL,

SEE DETAIL GI-5

INFLOW

GUTTER SLOPE

ROADWAY

WITH PARKING

TRENCH DRAIN INLET,

SEE DETAIL GI-6B

BIORETENTION AREA VEGETATION,

SEE GI-1, NOTE 9

OPTIONAL EROSION

PROTECTION, SEE

GI-1, NOTE 10

LATERAL OUTLET CONNECTION

TO STORM DRAIN

CONCRETE SPLASH

APRON (TYP), SEE

DETAIL GI-6A

PEDESTRIAN PATH,

ENGINEER

TO SPECIFY WIDTH

OVERFLOW RISER WITH

GRATE, SEE DETAIL GI-4

OPTIONAL ADDITIONAL INLET,

ENGINEER TO SPECIFY

OPTIONAL CHECK

DAM, SEE NOTE 2

UNDERDRAIN CLEANOUT,

SEE NOTE 4

4" (MIN) PERFORATED

UNDERDRAIN

UNDERDRAIN CHECK

DAM CROSSING, SEE

GI-7, NOTE 2

BIORETENTION AREA: PLAN VIEW WITH STREET PARKING

GI-2A
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